
 

SIPI SERIES TERMINALS 

SE 308-I INOX H20 IP 54 

SE 308-I INOX H20 IP 65 

 

 

The SIPI indicator SE 308-I IP 54/65 series, can be connected to all platforms and 
weighing systems made up to 8 load cells. The terminal is equipped with a Test Certificate 
for use as a weighing system module in combination with other components approved 
according to Welmec guides. It is also equipped with a CE Approval Certificate in 
compliance with the requirements of the standard EN-45501. 

 
Main technical features: 
 

Stainless steel container in wall version. 
7-segment, 7-digit, red-colored, 20-mm dispaly 
N. 8 indicator LEDs 
6-key mechanical keyboard with protective film 
          splashproof. 
RS 232 / RS 485 serial output. 
24-bit sigma-delta A / D converter. 
Calibration and set-up configurable from the keyboard 
Max 10,000 and multi-field / multi-division version 
Power supply via internal adapter from 100 to 
          240 Vac 47- 63 Hz / 7.5 V dc 
Operating temperature from -10 ° C to + 40 ° C 
        Degree of protection IP 54 or IP 65.  

 
 
 

 
 
 
 
 
 
 

 
Main functions of the software are: 
 
Zero setting, acquisition, display and tare block, 1/10 division display, piece counter, product code 
setting, single print, total and total print by code, weight accumulation, auto off function, 3 header 
lines (setting via SIPI SW) , PC management for SIPIUTIL. 

 
  



 

SIPI SERIES TERMINALS 

SE 308-I INOX H20 IP 54 Numeric 

SE 308-I INOX H20 IP 65 Numeric 

 

 

The SIPI indicator SE 308-I IP 54/65 series can be connected to all platforms and weighing 
systems made up to 8 load cells. The terminal is equipped with a Test Certificate for use as a 
weighing system module in combination with other components approved according to Welmec 
guides. It is also equipped with a CE Approval Certificate in compliance with the requirements of 
the standard EN-45501. 
 

 
 

          Main technical features: 
 
         Stainless steel container in wall version 
        7-segment, 7-digit, red-colored, 20-mm dispaly. 
        N. 8 indicator LEDs. 
         19 key mechanical keyboard with protective film 
           splashproof.. 
         RS 232 / RS 485 serial output. 
        24-bit sigma-delta A / D converter. 
         Calibration and set-up configurable from the keyboard 
         Max 10,000 and multi-field / multi-division version. 
         Power supply via internal adapter from 100 to 
          240 Vac 47 – 63 Hz / 7,5 V dc 
         Operating temperature from -10 ° C to + 40 ° C 
         Degree of protection IP 54 or IP 65. 

 

 
 
 
 
 
 
 
 

 
 
Main functions of the software are: 
 
Zero setting, acquisition, display and tare block, 1/10 division display, piece counter, product code 
setting, single print, total and total print by code, weight accumulation, auto off function, 3 header 
lines (setting via SIPI SW) , PC management for SIPIUTIL. 

 

 

 


